7
MAX,
SPACING

EQUALLY SPACED.

WELDED TO UPPER & LOWER BANDS.

3/4" DIAM, SMOOTH ROUND BARS

BARS SHALL BE

3/4" DIAM.
SMOOTH ROUND
BARS EQUALLY

SPAGED (4™ 0C.
MAX.)

*NOTE: BARS
OMITTED ON
DRAWING

24"

33"+

.

INNER DIAM.

4-9/16" HOLES EQUALLY
SPACED

B I
|

B INNER DIAM.
48" 587
34" 25
80" 72°
72" 86"
96" 114"
NOTES:
1.
2.
3.

UPPER BAND

3/4" DIAM. BAR

1/2° PLATE
g T\ z
3/4" BAR
I
|
|
DRILL HOLES
FOR LOCK
|
A
>
LOWER BAND
ENTRY GATE DETAIL

ALL STEEL IN PLATES, BARS AND BANDS SHALL CONFORM TO THE
REQUIREMENTS OF ASTM A36.

DEBRIS CAGE SHALL BE HOT—DIF GALVANIZED IN ACCORDANCE
WITH ASTM AASHTO M111.

FOR DEBRIS CAGES IN AREAS ACCESSIBLE TG THE PUBUIC A REDUCTION IN BAR
SPACING SHOULD BE CONSIDERED DEPENDING UPON THE TYPE OF PUBLIC USE
AND POSSIBLE DEBRIS TYPE.

Debris Cage

«“CITY OF MAPLE VALLEY

STANDARD PLAN NO. MV—2-016




